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Tür an der Unterseite greifen und vom Wagenkasten nach 
außen ziehen. Tür zur Seite schieben. 
Pull the bottom of the door away from the car body. Slide the 
door sideways to open. 
Éloigner le bas de la porte de la caisse de la voiture. Glisser 
la porte de côté pour ouvrir. 
Deur aan de onderzijde beetpakken en vanaf de rijtuigwand 
naar buiten trekken. Deur opzij schuiven. 
Tomar la puerta por el lado inferior y tirar hacia fuera de la 
caja del coche.Empujar la puerta hacia un lado.
Afferrare la porta sul lato inferiore e tirarla verso l’esterno 
dalla cassa della carrozza. Fare scorrere la porta sul lato.
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Kupplungssatz	 E130 547
Lagerplatten	 E185 045
Faltenbalg, Faltenbalgdach	 E141 472
Puffer	 E213 543
Kabel, Schläuche	 E213 544
Schraube 3,0 x 9,5	 E124 197
Schraube 2,2 x 6,5	 E124 010
Schraube 2,2 x 9,5	 E124 206
Metall-Scheibenradsatz 	 67 419
Beilagscheibe 9mm 	 E124 208
Drehgestell ohne Haken	 E134 571
Drehgestell mit Haken	 E134 577
Kupplung	 E171 327
Kugellager-Radsatz 	 67 403
Schraube 2,2 x 4,5	 E129 265
Fenster	 E282 732
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Due to different legal requirements regarding electro-magnetic compati-
bility, this item may be used in the USA only after separate certification for 
FCC compliance and an adjustment if necessary. 
Use in the USA without this certification is not permitted and absolves us 
of any liability. If you should want such certification to be done, please 
contact us – also due to the additional costs incurred for this.


