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Radio Frequency Emission Notice

This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential installa-
tion. This equipment generates, uses and can radiate radio frequency energy and,
if not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that interfe-
rence will not occur in a particular installation. It is understood that the user may
desire to supplement this product with additional equipment. The user should
recognize that it is not possible to test all configuartions of this product with all
additional equipment. It is certain, however, that the supplementation of this pro-
duct with additional digital equipment will increase the radiation of radio frequency
energy. If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on, the user
is encouraged to try to correct the interference by one or more of the following
measures:

® Reorient or relocate the receiving antenna.
® Increase the separation between the equipment and receiver.

® Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

® Consult the dealer or an experienced radio/TV technician for help.

Caution: Changes or modifications of this product not expressly approved by
Mérklin, Inc. could void the user’s authority to operate this product. The use of
this product in accordance with the manufacturer’s instructions has never been
associated with harmful interference with electronic medical devices. However,
because this product does emit radio frequency energy, its use in close proximity
to an electronic medical device has the potential to result in irregular operation of
the medical device. In the event that radio frequency interfernece with a medical
device is suspected, the user should immediately cease operation of this product
by removing the power source plug from the electrical outlet, and the individual
using the medical device should contact his or her physician.
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1. Grundlagen zum Digital-System

Zweck dieser
Anleitung

Schnelleinstieg

Schritt fir Schritt
zur Digitalanlage

Vorteile des
Digitalbetriebs

Diese Anleitung erlautert thnen ausfihrlich die Benutzung der
CONTROL UNIT auf Modellbahnanlagen mit Méarklin HO oder

-Marklin 1. Darliber hinaus werden Sie mit den weiterreichenden

Méglichkeiten der digitalen Modellbahnsteuerung vertraut
gemacht.

FOr Méarklin 1 wurde bis 1993 ein anderes Mehrzugsystem im
Marklin-Sortiment angeboten. Die Marklin 1 -Lokomotiven aus
dieser Zeit mit eingebautem Digitaldecoder (6085 + lokspezifi-
sche Varianten) kénnen nicht mit der CONTROL UNIT gesteuert
werden. Diese Loktypen kdnnen jedoch problemlos mit der
aktuellen Technik nachgerlstet werden.

Wenn Sie méglichst schnell in die Praxis einsteigen mdchten,
kdnnen Sie die folgenden Abschnitte zunachst Uberspringen und
direkt bei Abschnitt 3.1 weiterlesen.

1.1 Vorteile von Marklin Digital

Das Digital-System besteht aus einer Reihe von Einzelgeraten.
Flr jede Ausbaustufe lhrer Modellbahnanlage sind entsprechen-
de Digitalgeréate verfligbar. Dadurch kénnen Sie Ihre vorhandene
Anlage Schritt flr Schritt digitalisieren.

Den Betrieb einer Modellbahnanlage kann man untergliedern in
die Aufgabenbereiche "Digital fahren" und "Digital schalten".
Unter "Digital fahren" wird der Betrieb von Ziigen und Funktions-
modellen zusammengefaft, siche Kapitel 5.

"Digital schalten" beinhaltet das Schalten der Weichen, Signale
und anderer "Magnetartikel", sowie von Beleuchtungen, Motoren
usw. Siehe Kapitel 6.

Die beiden Bereiche sind weitgehend unabhéngig voneinander.
Diese Unterteilung spiegelt sich auch in der Gliederung dieser
Anleitung widet.

Digital fahren

- Bis zu 80 Digital-Lokomotiven kénnen im gleichen Stromkreis
unabhéngig voneinander gesteuert werden.

- Dadurch ist ein realistischer Fahrbetrieb auch in schwierigen
Betriebssituationen méglich.

- Ohne Zusatzschaltungen ist eine konstante Beleuchtung von
Lokomotiven und Wagen méglich.






